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7MPa

CTR 0.4

3.8 kN

CTR 0.6

5.4 kN

CTR 1

8.8 kN

CTR 1.6

14.4 kN
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Swivel Clamp
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1 2

3

4

1 7MPa
7MPa

LH

3.8 kN
3.2 kN
40 mm
37 mm

22.4 mm
6.8 cm2

8 mm
2 ~ 6 mm
0.2 N-m

0.77 ~ 1.06 kN
8.8 cm3

6
1.4 kg

CTR0.4

5.4 kN
4.5 kN
50 mm
43 mm
25 mm
9.6 cm2

10 mm
2.5 ~ 8 mm

0.3 N-m
1.08 ~1.42 kN

14.4 cm3

  6
1.8 kg

90 3 0.5

CTR0.6

8.8 kN
7.2 kN
60 mm
52 mm
30 mm

14.2 cm2

10 mm
2.5 ~ 8 mm

0.4 N-m
1.10 ~ 1.27 kN

22.7 cm3

  8
3.1 kg

CTR1

14.4 kN
11.7 kN
70 mm
65 mm

35.5 mm
23.3 cm2

10 mm
3 ~ 8 mm
0.8 N-m

1.86 ~ 2.47 kN
39.6 cm3

   8
5.1 kg

CTR1.6

2.5 7 MPa 10.5 MPa 0 70

CTR S CTR G
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A
B
C
D
E
F
G
H
J
K
L
M
N
P
Q
RR
R1
R2
R3
S
T
U
V
W
X
Y
Z
O
AA
AB
AC

136  
50
60
35
25
40
47

   22.4
   90.5

61
   29.5
  11.5

25
  9

     2.5
R3
11
12
28
27
  6

M18 1.5
20

     5.5
     9.5
Rc1/8

  3
1BP6

49
M5
  4

CTR0.4

151  
57
66

   37.5
   28.5

46
53
25

   103.5
72

   31.5
   13.5

25
  9

     2.5

12
14

   30.5
30
  8

M20 1.5
20

     6.8
11

Rc1/8
  3

1BP6
55
M6
  4

CTR0.6

162 
70
82
47
35
56
63
30

 111.5
77

   34.5
   13.5

27
10

     2.5

   12.5
18
36
36
   8

M24 1.5
   19.5

  9
14

Rc1/4
  4

1BP8
65
M8
  6

CTR1

183  
86
96
53
43
68
78

   35.5
123  

84
39
13
35
12
  2
R7

   12.5
22.5
42
46
10

M30 1.5
20
11

   17.5
Rc1/4

  4
1BP8

80
M10

6

CTR1.6

R5 R6

(mm)

R 0.4

0.
3

min.C0.5

1. Rz6.3 
2. 

2D/3D CAD
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1. 
    
    
    

2. 
    5 m
    

3. 
    

4. 
    

5. CTR
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1. 
    

3. model VCF

2. 
   90
   

   0.05 MPa
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CTR 0.4
51
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CTR 1.6
120

(N m)
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